CHAPTER 1 INTRODUCTION

1.1 GENERAL

1.2 OVERVIEW OF DON BRAKE (M) SDN. BHD

1.3 RELATED REGULATIONS

1.4 PROJECT SUMMARY

1.5 OBJECTIVES

CHAPTER 2 LITERATURE REVIEW

2.1 AUTOMOBILE BRAKE LINING INDUSTRY & ASBESTOS

2.1.1 History of Friction Materials

2.1.2 Asbestos

2.1.3 Background and Recent Development of Asbestos Regulations for Friction Materials in The United States of America

2.1.4 Substitute for Asbestos

2.1.5 The Manufacturing Process of Brake Pads
<table>
<thead>
<tr>
<th>Section</th>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>2.2</td>
<td>WASTE MINIMIZATION</td>
<td></td>
</tr>
<tr>
<td>2.2.1</td>
<td>Definition of Industrial Waste</td>
<td>22</td>
</tr>
<tr>
<td>2.2.2</td>
<td>Cost Associated with the Waste Generated</td>
<td>23</td>
</tr>
<tr>
<td>2.2.3</td>
<td>Benefits of Waste Minimization</td>
<td>23</td>
</tr>
<tr>
<td>2.2.4</td>
<td>Developing and Implementing Waste Minimization Program</td>
<td>25</td>
</tr>
<tr>
<td>2.2.5</td>
<td>Waste Audit</td>
<td>28</td>
</tr>
<tr>
<td>2.2.6</td>
<td>Waste Minimization Techniques</td>
<td>30</td>
</tr>
<tr>
<td>2.3</td>
<td>WASTE MINIMIZATION PROGRAM IN MALAYSIA</td>
<td>35</td>
</tr>
<tr>
<td>2.4</td>
<td>WASTE MINIMIZATION PROGRAM IN OTHER COUNTRIES</td>
<td>36</td>
</tr>
<tr>
<td>2.5</td>
<td>SOLIDIFICATION/STABILIZATION TECHNOLOGIES</td>
<td>38</td>
</tr>
<tr>
<td>2.5.1</td>
<td>Grout/Cement-Based Techniques</td>
<td>43</td>
</tr>
<tr>
<td>2.5.2</td>
<td>Polymer Encapsulation</td>
<td>48</td>
</tr>
<tr>
<td>2.5.3</td>
<td>Evaluating Performance of S/S</td>
<td>51</td>
</tr>
</tbody>
</table>

CHAPTER 3 WASTE AUDIT AND MATERIAL RECOVERY

3.1 INTRODUCTION

3.2 DESCRIPTION OF WASTE AUDIT PROCEDURES

3.2.1 Determination of Audit Scope

3.2.2 Collection of Background Information

3.2.3 Identification and Characterization of Input Materials, Product and Waste Streams

3.2.4 Comprehensive Plant Analysis
3.3 WASTE AUDIT RESULTS

3.3.1 Audit Scope

3.3.2 Collection of Necessary Background Information

3.3.3 Identification and Characterization of Input Materials, Product and Waste Streams

3.3.4 Comprehensive Plant Analysis and Data Evaluation

3.4 MATERIAL RECOVERY - RECYCLING OF BRAKE LINING DUST

3.4.1 Preparation of Brake Lining Samples

3.4.2 Performance Testing

CHAPTER 4 SOLIDIFICATION/STABILIZATION (S/S) STUDIES

4.1 MATERIALS & METHODS

4.1.1 Collection of Samples

4.1.2 Materials

4.1.3 Preparation of Apparatus

4.1.4 Preparation of Sample Specimens for Cement-Based S/S

4.1.5 Preparation of Sample Specimens for Polymeric Encapsulation

4.2 LEACHING TESTS

4.2.1 Toxicity Characteristics Leaching Procedure (TCLP)

4.2.2 American Nuclear Society ANSI/ANS 16.1 (Modified)

4.3 PHYSICAL TEST

4.3.1 Hardening Time

4.3.2 Compressive Strength Test
4.4 RESULTS AND DISCUSSION
   4.4.1 TCLP results
   4.4.2 Effects of Final pH of TCLP Extract on Metals Leaching
   4.4.3 ANS 16.1 (Modified) Results
   4.4.3 Physical Characteristics
4.5 COST EVALUATION

CHAPTER 5 SUMMARY AND DISCUSSION
   5.1 WASTE AUDIT
   5.2 MATERIAL RECOVERY
   5.3 SOLIDIFICATION/STABILIZATION
      5.3.1 TCLP Results
      5.3.2 ANS 16.1 (Modified)
      5.3.3 Physical Characteristics
   5.4 CONCLUSION
   5.5 SUGGESTIONS

REFERENCES

Appendix 1
Appendix 2